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Supercars professional diagnostic tool

Ferrari - Maserati - Lamborghini - Porsche - Aston Martin
Rolls Royce - Bentley - Bugatti

Complete professional
vehicle diagnostic tool with

adaptation and coding functions.

GIOVANNI ACCINNI-Srl



The use of a tool to carry out diagnosis on a
vehicle has become normal practice to quickly
isolate any faults and consequently carry out the
repair. Since electronic components have become
an integral part of any vehicle, the use of a diag-
nostic tool has become indispensable.

The official dealer has availability of toools that
have been supplied directly from manufacturer, but
the workshops requires a tool that is able to carry
out diagnosis on a big range of vehicle makes.
Our tool addresses to workshops who want to carry
out checks and diagnosis on a vast range of car,
using an advanced tool with characteristics and
functionalities superior to the official tools, at the
same time easy to use and intuitive, with a simple
user interface and visual displays with a 15 inch
LCD touch screen.

But Leonardo offers much more than the advanced
diagnosis functions (reading and erasing errors,
reading data in real time, diagnostics on every
electronic component — just to mention a few).
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Automotive Diagr

Utilizar un instrumento para hacer la diagnosis en
los automoviles se ha vuelto un procedimiento ha-
bitual para poder localizar rapidamente las averias
y en consecuencia una reparacion rapida, sia esto
ajuntamos el echo que los componentes electroni-
cos son parte integrante de cada vehiculo, nos
damos cuenta que el uso de un instrumento de
diagnosis deviene indispensable.

Si las redes de asistencia oficiales tienen a disposi-
cibn maquinas de diagnosis suministradas directa-
mente de la casa constructora, los talleres multi-
marca necesitan de unas maquinas en condicion
de efectuar la diagnosis en un gran numero de
marcas de automoviles.

Nuestro instrumento esta dedicado a todos aque-
llos talleres que quieren efectuar el control y diag-
nosis en un parque automovilistico muy amplio, uti-
lizando una maquina de vanguardia, con caracte-
risticas y funcionalidad superior a los instrumentos
oficiales pero en contexto de facil y intuitivo utilizo
con una pantalla tactil LCD de 15 pulgadas.

Esto no es todo, Leonardo ofrece mucho mas: en
efecto ademas de las funciones avanzadas de
diagnosis ( lectura y borrado de errores, lectura en
tiempo real de los parametros, diagnosis de cada
componente electrénico, solo para citar algunas de
las multiples funciones).
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ostic Equipment

GENERAL SPECIFICATIONS

The user interface is easy to use, intuitive and com-
plete with descriptive keys. Separate unit with high
speed connections, Bluetooth (class 1 with 100m
range) or cables. Human interface with 15 inch TFT
LCD touch screen display, innovative compact
design. Diagnostic interface with OBD vehicle plug
and proprietary connectors (e.g. BMW, Mercedes,
Fiat etc) with independent functions (i.e. scan tool).
Diagnostic tool for all on board systems present on
a vehicle and covering all the major car makes ( Di-
agnostics through K-L line, J1850 and Can bus).

DIAGNOSTICS

Automatic check and diagnosis of every on board
ECUs (i.e. Ferrari FF up to 30 modules) by pressing
a key (Quick Test Function).

On every electronic component can be carried out
the following list of functions:

1)Reading and erasing errors;

2)Automatic display of = Identification, Hardware
number, Software number and ECU manufacturer;
3)Reading of data in real time and displayed in nu-
meric or graphic mode (up to 8 channels at the same
time);

4)Check operation of components (i.e. electric win-
dows, lighting, engine solenoid activation, etc.);
5)Adaptation and coding (reinitialize keys, ECU
configuration, coding, recoding, programming
ect.).

TECHNICAL INFORMATION SYSTEM (SIT)
Easy to use database containing technical vehicle
information.

CARACTERISTICAS GENERALES

Interfaz de uso simple y intuitivo completa y con
teclas descriptivas. Unidad separada con conexion
de alta velocidad de tipo Bluetooth (clase 1 con
portabilidad hasta 100m.) y via cable. Human inter-
face con display LCD TFT tactil de 15 pulgadas con
un disefio innovador y dimensiones ajustadas. In-
terfaz de diagnostico via serial OBDII y conectores
especificos (Ej. Conector BMW, Mercedes, Fiat
etc.) con funciones independientes (Ej. Scantool).
Diagnosis de todos los sistemas presentes en el
vehiculo con cobertura de las mayores casas auto-
movilisticas ( diagnosis en lineas K-L, K, J1850 Y
Can).

DIAGNOSIS

Diagnosis de todas las centralitas de abordoen bus-
queda automatica (Ej. En Ferrari FF hasta 30 dispo-
sitivos) con apretar solo una tecla (funcion TEST
RAPIDO).

En cada una de las electrénicas es posible intervenir
de la siguiente forma:

1)Lectura y borrado de errores;

2)Visualizacion en automatico de: identificacion |,
numero hardware, numero software y constructor
centralita;

3)Lectura parametros en tiempo real con visualiza-
cién numérica y grafica (hasta 8 en contemporanea);
4)Verifica funcionamiento componentes (Ej. apertu-
ras y cierre ventanillas, funcionamiento luces, activa-
cién electro valvula del motor etc)

5)Adaptacion y codifica ( llaves, configuracion
centralitas, codifica, re-codifica, programacion
etc.).

SISTEMA INFORMATIVO TECNICO (SIT)
Base de datos de facil consulta con informaciones
de los automoviles
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GENERAL SPECIFICATIONS

Easy to use user interface, intuitive, complete with

descriptive keys.

+ Separate unit with high speed connections,
Bluetooth (class 1 with 100m range) or cable.

* Human interface with 15 inch TFT LCD touch
screen display, innovative compact design

+ Diagnostic interface with OBD vehicle plug.

DIAGNOSTIC

Automatic check and diagnosis of all on board

ECUs by pressing a key (Quick Test Function). On

every electronic component the

following can be carried out:

» Reading and erasing errors.

» Automatic display of Identification, Hardware
number, Software number and ECU
manufacturer.

» Reading of data in real time and display of data
in numeric or graphic mode (up to 8 channels at
the same time)

» Check of the operation of components
(i.e. electric windows, lighting, engine solenoid
activation, etc.)

» Adaptation and coding (ECU configuration,
coding, recoding, programming etc.).

TECHNICAL SPECIFICATIONS

POWER SUPPLY

* Main using switching power supply/battery
charger 100+240Vac 50+60Hz;

*In car 12+24 V,

« Battery life - over 2 hours.

DISPLAY
* LCD TFT 15” Touch screen
Resolution 1024-768 (Human interface);
* LCD TFT 5” Touch screen
Resolution 320x234 (Diagnostic interface);

DIMENSIONS
* 300 x 370 x 70 mm.

ACCESSORIES SUPPLIED

 Impact resistant case complete of all accessories.

« Diagnostic cables kit.

« In car power cable (cigarette lighters 12v)

» Main switching power supply/battery charger
100+240Vac 50+60Hz

PROFESSIONAL ONLINE TECHNICAL SUPPORT
Our experienced technical support team will be able

to assist you for any queries, special
requirements, more specific functions and

updates.

GIOVANNI ACCINNI S.r.l.

Strada della Risera, 7

10090 Rosta - Torino (ltaly)

Tel. (+39) 011/314.07.09
Fax (+39) 011/311.89.17
www.accinni.com

E-mail: agsrli@accinni.com

info@accinni.com

intends to without warning.

FERRARI CURRENT VEHICLE LIST
Mondial
Testarossa

348

456

456 GT

355

F50

550 Maranello
456 M

360 Modena
575M Maranello
Enzo

430

Scaglietti

430 Challenge
599 GTB

430 ELP

430 EV08

430 Scuderia Spyder
Scaglietti MY

458 ltalia

599 GTO

E

California

F12 Berlinetta

La Ferrari

» The Giovanni Accinni stl reserves itself fo modify the above mentioned features whenever it

» La Giovanni Accinni sil se reserva de modificar en cualquier momento y sin previo aviso las
caracteristicas técnicas indicadas en te presente folleto.



